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. ARMY PUBLIC SCHOOL AKHNOOR
i (J & K)-181201

\ SCHOOL CODE-23515&

=== CBSE AFFILIATION NO - 780012

1862/APS/Quotation A6 Oct 2023

CALL FOR QUOTATION: CONSTRUCTION OF FOOTPATH FROM MAIN GATE TO
SCHOOL BUILDING (LAYING OF INTERLOCKING PAVER BLOCKS)

1. Quotations are invited for Construction of Footpath from Main Gate to School
Building (Laying of Interlocking Paver Blocks) at Army Public School, Akhnoor. The

detailed technical specification alongwith proposed sketch of the work are attached at
Appx 'A'.

2. The following specifications are also required to be mentioned in the quotation:-

(a)  Total Cost.
(b)  Discount.
(c)  GST, freight and any other charges.

(d)  Time taken to complete the project.

(e)  Experience for similar project completed earlier

(f) Guarantee/Warranty

3. No advance payment shall be made. The last date of completing the project is

an-  2024. If the work does not completed in the stipulated date and time,
penalty of two percent of total cost will be charged per week from you, subject to
maximum of 10 percent.

4, You are requested to send your quotation by 08 Nov 2023 duly addressed in
sealed envelopes. Quotation will be dropped into the Box kept near main office gate of
HQ 255 (I) Armd Bde, Clo 56 APO upto ©8 Nov 2023 (1500 hours). In case of
quotations send by post, no quotation beyond the stipulated time frame shall be
accepted. Bids not in conformity with the quoted specifications will be rejected.

Note:- Area measured is tentative. Interested bidders may visit the site of work before
quoting the cost of work.

(Géela Devi)
Prifcipal

? O
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Appx ‘A’
Technical Details

P'roviding and Laying of Interlocking Paver Block at Army Public School, Akhnoor
S/No.
1. | Scope of Work:-

Providing and Laying of Interlocking Paver Block at various location as
following steps.

2. Civil Work-

Brief Specification Remark

(A) Earth work in surface excavation not exceeding 30 cm in depth but
exceeding 1.5 m in width as well as 10 sqm on plan including getting out and
disposal of excavated earth upto 50 m and lift upto 1.5 m, as directed by APS
Engineer-in- Charge (Thickness approx 300 mm)

(B) Cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone
aggregate 40 mm nominal size) in pavements, laid to required slope and

camber in panels as required including consolidation finishing and tamping
complete. (Thickness approx 100 mm)

(C) Providing and laying 60mm thick factory made cement concrete
interlocking paver block of M -30 grade made by block making machine with
strong vibratory compaction, of approved size, design & shape, laid in required
colour and pattern over and including 50mm thick compacted bed of coarse

sand, filling the joints with line sand etc. all complete as per the direction of
APS Engineer-in-charge.

(D) Providing and laying cement concrete in kerbs, steps and the like at or
near ground level excluding the cost of centering, shuttering and finishing with
1:1%2:3 (1 Cement: 1% coarse sand(zone-Ill) derived from natural sources : 3
graded stone aggregate 20 mm nominal size derived from natural sourcesto

protect the edges of the interlocking paver block . (Thickness approx 150
mm)

(E ) Disposal of excavated soil / malba / similar unserviceable, or waste
materials by mechanical means, including loading, transporting, unloading to
approved municipal dumping ground or as approved by APS Engineer-in-
charge, beyond 50 m initial lead, for all leads including all lifts involved.

Note:-
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1. Rates shall be quoted rate including GST, all other taxes and overhead
charge if required,

2. Contractors are requested to see work sites before quoting their rates.

3. Contractors are advised to avoid the conditional rebate on their Quoted
rates.

4. Cement 43 grade as approved (ACC, Ambuja, Birla, L&T, Ultratech,
Sri Cement) by the Ministry of Industry, Government of India for civil
works shall be used.

“The work shall be carried out strictly according to lasted CPWD
Specifications and IS code in confirmation to LE rules.”
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